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CLINICAL STUDY
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ABSTRACT
INTRODUCTION: The purpose of this paper is to present the development and design of an abdominal 
retractor which allows a single person to perform operations and the fi xation of the operation instruments can 
be done with one hand. The additional devices make the operation more comfortable for surgeons.
METHODS: Conventional measuring devices have been designed and applied for determining axial forces 
in a surgeon’s forearm during operations. The same forces must be transmitted by the frame of the retractor. 
Thus a simple truss structure of a retractor was done.  Several types of fi xations have been proposed and 
tested using the rapid prototyping. Finally, the abdominal retractor was manufactured from stainless steel.
RESULTS: The simple-to-use abdominal retractor was built. The standard surgery instruments were modifi ed 
due to the fi xation system of the frame. A wide variety of additional useful devices, such as a lamp, video 
camera etc., were also proposed.
CONCLUSION: The present abdominal retractor is user-friendly and all components are easily sterilized by 
conventional methods (Fig. 7, Ref. 6). Text in PDF www.elis.sk.
KEY WORDS: abdominal retractor, stainless steel retractor, standard surger, fi xation system of the frame, 
lamp, video camera, conventional methods.
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Introduction

The incentive for a new design of an abdominal retractor was 
underpinned by the price of the commercial products and their 
relatively complicated positioning of instruments on the retractor 
frame. Therefore, we decided to simplify the structure of the pro-
posed functional retractor for operations in the abdominal cavity 
to replace the secondary surgeon during surgery. The variability 
and fl exibility of the new retractor allow to carry out all opera-
tions in the abdomen. The precise positioning of the frame’s arms 
and tool kits’ retractor will be possible with one hand. The new 
design requires a modifi cation of standard instruments to change 
the handle due to the positioning devices. 

The price of the retractor depends on the materials and tech-
nologies used to manufacture it. We tried to make it as simple as 
possible to enable them to be intuitively fi xed on the operating bed 
without any special instructions. This means that it can be easily 
sterilized without special sterilization requirements. Another re-

quirement was to minimize the number of components from which 
the retractor should be assembled.

This paper presents the process of the successful retractor de-
sign using up-to-date technologies.

Materials and method

The basic requirements on the retractor design are stiffness and 
its size. To reduce material requirements, we had to get information 
about the load. Therefore, the practical load measurement acting 
on the surgeon´s arm was the fi rst step in the design of the new ab-

Fig. 1. Modifi cation of the deep surgery retractor for incorporating 
a force transducer.



Cambal M et al. Design of abdominal retractor 

xx

371

dominal retractor. We applied our proposed methodology in (1) for 
this measurement. Thus, we got the loading which should be also 
applied to the retractor frame that will replace the surgeon. It was de-
cided that the Mikulicz and Fritsch deep surgery retractors (Fig. 1), 
would be modifi ed to incorporate a miniature, high-precision force 
transducer which would record data during surgical intervention. 
The force transducer was strategically mounted to measure axial 
loading between the end effector and handle. The chosen transducer 
has an effective measuring range of 2–200 N and is powered by a 

remote data logger (EMS600) recording 
at a rate of 10 Hz over 100 sec. intervals. 

From data obtained from the above 
mentioned measurements, a standard sta-
tistical analysis was performed resulting 
in an average loading of 6.06 N with a 
maximum measured value of 40 N, with 
a standard deviation of 5.07 N and the 
coeffi cient of variation of 83.7 %. This 
maximum measured force corresponds to 
the maximum pulling force that female 
fi ngers can produce (2). Due to the balance
between the external measured force 
(holding force) and the muscle tension, 
we can predict that if the static external 
force exerts longer than usual relaxation 
time without any movement then we will 
assume that isometric conditions are satis-
fi ed. Any movement of fi ngers will be re-
gistered by the sensitive force transducer.

We used a rapid prototyping techno-
logy (4, 5) to design the positioning and 
fi xation parts as well as the entire retractor 
frame with the necessary modifi cations of 
surgical instruments. We have developed 

several variants that were subsequently tested by surgeons on 
models made of ABS materials in a real size (Fig. 2). The models 
were placed on the operating bed so that surgeons could try hand-
ling the retractor and its components. The aim of the presented 
tests were functional testing, handheld handling, ergonomics and 
suitability. Based on their comments, the positioning devices were 
modifi ed, especially the fi xation parts. Subsequently, a fully func-
tional aluminium model was manufactured. This model seemed to 
be more realistic. Again, this model was subject to functional tests.

Fig. 2. Fixation elements made of ABS material.

Fig. 3. Proposed frame of retractor. Fig. 4. Fixation on DIN rail.

Fig. 5. Axial force measured between the blade and handle of the deep surgery retractor.
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Results

The logical step was to design the simplest structure of the re-
tractor frame. The proposed frame consists of three straight rods: 
two vertical rods and one horizontal rod (Fig. 3). Each vertical 
rod is fi xed on the lateral DIN rail of operation bed (Fig. 4). The 
material of the rod is stainless steel recommended by the surgeons’ 
standards. This steel is highly resistant to conventional sterilizing 
agents. The rod size, from which the retractor frame is built, was 
designed based on the maximum applied load. The maximum ap-
plied axial force is 40 N multiplied by a factor of safety. The factor 
of safety for loading shown in Figure 5 was selected as 3.0. Thus, 
the maximum applied force is 120 N. Subsequently, the size of 
the rod is determined to be 16 mm (diameter).

All fi xation parts are designed as friction joints with screws 
or eccentric cam (Fig. 6). Then the fi nal product is presented in 
Figure 7 (6).

Discussion

The presented abdominal retractor was built with the col-
laboration of medical doctors and researches of two universities. 
The results form an excellent basis for a future collaboration for 
improving the medical care and working conditions of surgeons. 
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Fig. 6. Different fi xation parts: frame and instruments. Fig. 7. Final design.


