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Microstructure and precipitated phase in the thermo-mechanically
affected zone of friction stir welded joint for 2024 aluminium alloy
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Abstract

The 2024 aluminium alloy sheets in the T4 temper were welded successfully by the friction
stir welding techniques. The AlCuMg (U -phase) of metastable precipitates was found to exist
in the thermo-mechanically affected zone using TEM analysis. Moreover, the U -phase is likely
to induce the formation of two distinct microhardness minima in the stir zone of FSW weld.
The AlCu3 and Cu2Mg particles were precipitated on the grain boundary of the thermo-
mechanically affected zone and in the weld nugget region, respectively.

K e y w o r d s: aluminium alloys, friction stir welding, microstructure, transmission electron
microscopy

1. Introduction

Aluminium and aluminium alloys are widely used
to obtain components for aerospace applications with
high specific strength. However, the precipitation
hardenable 2××× (Al-Cu-Mg), 6××× (Al-Mg-Si)
and 7××× (Al-Zn) aluminium alloys were considered
before as “unweldable” by fusion process [1], which are
often difficult to be fusion welded without hot crack-
ing, porosity or distortion.
Friction stir welding (FSW) is a recent method of

joining materials, patented by the Welding Institute
(TWI) in 1991 [2]. This process constitutes a develop-
ment of the classical friction welding methods. Usu-
ally, in the FSW process, no melt of the joining parts
occurs and the weld forms through solid-state plas-
tic flow at elevated temperature [3]. Therefore, FSW
can assure the absence of porosity, hot cracking and
rather a large distortion that are typical defects of the
fusion processes [4]. Moreover, it assures the possibil-
ity to operate in all positions with no protective gas.
At present, several Al alloys of traditional considered
unweldable have been successfully welded by FSW [5,
6].
In 2××× series alloys, copper is the primary hard-
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ening element. Magnesium is often added to increase
the natural ageing and the maximum strength. The
alloys obtain their very high strength by precipitation
of the phases Al2Cu (θ-phase) and/or Al2CuMg (S-
or S′-phase). The variation of microhardness in the
stir zone is also associated with the kind and shape
of precipitates [7, 8]. Jones et al. [9] analysed the cor-
relation between microstructure and microhardness of
FSW joint for AA2024-T351 aluminium alloy by us-
ing transmission electron microscopy (TEM). It was
found that the very fine S precipitates existed be-
tween the thermo-mechanically affected zone (TMAZ)
and heat-affected zone (HAZ). The hardnessminimum
close to the TMAZ was the result of the coarsening
and overageing of the S-phase occurring during the
thermal cycle. The hardnessminimum was thought to
be due to the dissolution of the very fine S-phase oc-
curring towards the outer edge of HAZ. The hard-
ness maximum between these twominima was seen to
be due to the presence of the very fine S-phase. Re-
cent investigations by Genevois and co-workers [10,
11] reported precipitation and mechanical behaviour
of AA2024 aluminium alloys under the T351 and T6
tempers. The initial precipitation is composed entirely
of GP zone. In the HAZ, the increase of temperature
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Table 1. Chemical composition and thermo-physical performance of 2024 aluminium alloys

Chemical composition (wt.%)
Materials

Cu Mg Si Fe Mn other

Al 2024 3.8–4.9 1.2–1.8 0.5 0.5 0.3 0.9 Al

induces the dissolution of GP zone, and the latter is
replaced by fine S′ (S) precipitates. These particles
grow with higher temperature, inducing a hardness
fall in the HAZ/TMAZ.
In this paper, the microstructure and microhard-

ness distribution of the weld for 2024-T4 FSW weld
were observed and analysed by an optical microscopy
and microhardness tester. Moreover, the grain mor-
phology and new precipitated phases in the WN region
and TMAZ were observed and analysed using TEM.
This is helpful for the further study of the relation
between phase constitution and joints performance in
friction stir welded aluminium alloys.

2. Experimental

The examined joined sheets of 2024-T4 aluminium
alloys had dimensions of 150mm× 60mm× 3mm.
The chemical composition of the test material is shown
in Table 1. Two 3 mm thick sheets were butt welded,
using the friction stir welding technique. The welding
direction was parallel to the rolling direction of the
sheets. The tool rotational speed and travel speed were
475 rpm and 300mmmin−1, respectively.
The 2024-T4 aluminium alloy sheets were welded

successfully by FSW. A series of specimens were cut,
and then these specimens were made into metallo-
graphic samples. The samples were etched using mixed
solution 1.0 % HF+ 1.5% HCl + 2.5 % HNO3 + 95%
H2O. The microhardness tester of the MH-3 type
was used to acquire microhardness distribution across
the facing polished cross section with 100 g load-
ing and a load time of 10 s. Then, the sample was
cut into foils by linear cutting machine. For TEM
investigations, thin foils were prepared using dou-
ble jet electro-polishing, using a solution containing
HNO3 and CH3OH (1 : 3) at 18 V and –20◦C. The mi-
crostructural investigation was carried out on a JEOL
2011 FX instrument with a W-filament operated at
200 kV.

3. Results and analysis

3.1. Microhardness distribution and grain size

The microstructure and microhardness distribu-
tion of cross-section for the FSW joint are shown in

Fig. 1. Cross-section and microhardness distribution in the
stir zone of FSW 2024 aluminium alloys.

Fig. 1. The grain morphology in the different weld re-
gions is shown in Fig. 2.
The weld of FSW joint is composed of three re-

gions, namely HAZ, TMAZ, and WN. According to
Fig. 1, the hardness distribution is related to the dis-
tribution of the cross-section structure of FSW joint.
The microhardness in the weld decreases from the
base metal toward the weld, then begins to increase
toward the centre of the weld (stir zone). This phe-
nomenon was induced by the thermal cycling of FSW
[12, 13]. The microhardness of the weld continues to
increase to a maximum value (HV 133–138) across
the TMAZ, and then the microhardness experiences
an abrupt drop of HV 6–8 inside the WN region. At
last, the lower microhardness is distributed along the
WN region. According to Fig. 1, it was found to con-
tain two distinct hardness minima on HAZ/TMAZ
and TMAZ/WN. This is supposed to be the presence
of precipitates in the TMAZ [9–11]. Moreover, some
precipitates were dissolved (with higher hardness) or
produced (with lower hardness), which leads to the
phenomenon.
The dynamic recrystallization and grain refine-

ment phenomenon can occur in the central stir zone
during FSW [14, 15]. Figure 2a shows the microstruc-
ture between the TMAZ and the WN using metal-
lographic analysis. Figures 2c,d show the TEM grain
morphology in TMAZ and WN. The results indicate
that the average grain size for TMAZ is about 2–4µm,
and the average grain size for WN is about 1–3µm.
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Fig. 2. Grain morphology in different weld regions: (a) mi-
crostructure between TMAZ and WN; (b) TMAZ and (c)

WN.

The grain size of TMAZ and WN was less than that of
base metal (about 40 µm) [16]. The grain refinement
of central stir zone is quite favourable to improve the
performance of FSW joint.

3.2. Precipitated phase analysis

Precipitated phases in grain inner boundary and
grain boundary of central weld were observed and
analysed by TEM. Figure 3 shows the TEM morphol-
ogy and corresponding electron diffraction pattern of
precipitated phase in the WN. The TEM morphology
and corresponding electron diffraction pattern of pre-

Fig. 3. TEM micrograph and corresponding electron
diffraction pattern of the Cu2Mg [310] precipitated phase
in the WN region: (a) TEM morphology; (b) electron
diffraction pattern; (c) schematic index diagram of the

panel (b).

cipitated phases in the TMAZ can be seen in Figs. 4
and 5.
The results indicate that a large number of black

granular precipitation particles (Cu2Mg) appeared in
the WN region (see Fig. 3a). The zone axis of Cu2Mg
is B = [310]. The Cu2Mg has a face center cubic
(fcc) structure, and lattice constant is 0.699 nm (see
Figs. 3b and 3c). The Cu2Mg was mainly precipitated
on the surface of the crystal grain, and little parti-
cles were precipitated near the grain boundary. The
weld nugget (WN) region was subjected to a higher
temperature during friction stir welding. Thus, dy-
namic recrystallization occurred here. With the effect
of recrystallization and high temperature the Cu2Mg
was precipitated. According to Fig. 3a, there are some
complex mixed dislocations in the crystal grain. These
dislocations may induce the internal stress in the WN
region.
In the TMAZ, the precipitated phase is mainly Al-

-CuMg (U -phase) (see Fig. 4a). According to Figs. 4b
and 4c, the zone axis of U(AlCuMg) is B = [001]. The
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Fig. 4. TEM micrograph and corresponding electron
diffraction pattern of the AlCuMg [001] precipitated phase
in the TMAZ: (a) TEM morphology; (b) electron diffrac-
tion pattern; (c) schematic index diagram of the panel (b).

AlCuMg has a close-packed hexagonal (hcp) structure,
and lattice constant is 0.509 nm. In the Al-Cu-Mg al-
loys, the constituents that can exist in equilibrium
with Al-rich solid solution are the two binary phases,
Mg2Al3 (β-phase) and CuAl2 (θ-phase). Moreover, the
two ternary phases designated Sand T are also rein-
forced phases [17]. At present, there is no report about
U -phase observed in FSW joint of aluminium alloys.
However, during FSW of 2024 aluminium alloys, the
fine S′ (S) precipitates were usually formed in the
TMAZ. The U -phase formed in the TMAZ was not in
equilibrium with aluminium-rich in the ternary alloys
and was also a metastable phase [18].
The AlCuMg (U -phase) found in the TMAZ region

may be mainly related to the special FSW technology
(such as stir tool, rotational/travel speed, temperature
field, etc.). In FSW technology, the increase of tem-
perature in TMAZ region induces the dissolution of
GP zones (θ-CuAl2, β-Mg2Al3). Then, supersaturated
solid solution continues precipitating: α→ GP zone→
U ′ → U (AlCuMg). The AlCuMg (U -phase) can be a
metastable phase, and result in the internal stress in

Fig. 5. TEM micrograph and corresponding electron
diffraction pattern of the AlCu3 [111] precipitated phase
and α-Al [310] in the TMAZ: (a) TEM morphology; (b)
electron diffraction pattern; (c) schematic index diagram

of the panel (b).

the substrate. As a result, this phase can increase the
strength of FSW 2024 weld. Moreover, the U -phase
is likely to induce the formation of two distinct mi-
crohardnessminima on HAZ/TMAZ and TMAZ/WN.
However, further studies on the formation process of
AlCuMg phase and the effect on FSW joint perfor-
mance will be summarized in our next study.
Moreover, some of the black granular AlCu3 were

aggregated and precipitated on the grain boundary of
the TMAZ (see Fig. 5a). The zone axis of AlCu3 is
B = [111]. The AlCu3 has a body-centred cubic (bcc)
structure, and lattice constant is 0.295 nm. The lattice
orientation between AlCu3 and α-Al is (101)AlCu3 ‖
(001)α-Al. The precipitated phase of AlCu3 gathering
on the grain boundary may increase the brittleness of
the FSW weld.

4. Conclusions

The 2024 aluminium alloy sheets in the T4 tem-
per were welded successfully by friction stir welding.
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The average grain size for TMAZ is about 2–4 µm,
and the average grain size for WN is about 1–3 µm by
TEM analysis. Grain refinement occurred in both WN
and TMAZ. The AlCuMg (U -phase) of metastable
precipitates was found to exist in the TMAZ using
TEM analysis. The AlCuMg has a close-packed hexag-
onal (hcp) structure, and lattice constant is 0.509 nm.
The U -phase is likely to induce the formation of
two distinct microhardnessminima on HAZ/TMAZ
and TMAZ/WN. The AlCu3 particles were aggre-
gated and precipitated on the grain boundary of the
TMAZ. The lattice orientation between AlCu3 and α-
Al is (101)AlCu3 ‖ (001)α-Al. However, a large number
of black granular precipitated particles, Cu2Mg, ap-
peared in the WN region.
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